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§71.6(a)(3)(iii)(A). If an affected source
submits a compliance report pursuant
to Table 14 to this subpart along with,
or as part of, the semiannual moni-
toring report required by
§70.6(a)(3)(iii)(A) or §71.6(a)(3)(iii)(A),
and the compliance report includes all
required information concerning devi-
ations from any organic HAP emissions
limitation (including any operating
limit) or work practice requirement in
this subpart, submission of the compli-
ance report shall be deemed to satisfy
any obligation to report the same devi-
ations in the semiannual monitoring
report. However, submission of a com-
pliance report shall not otherwise af-
fect any obligation the affected source
may have to report deviations from
permit requirements to the permitting
authority.

(h) Submit compliance reports and
startup, shutdown, and malfunction re-
ports based on the requirements in
Table 14 to this subpart, and not based
on the requirements in §63.999.

§63.5915 What records must I keep?

(a) You must keep the records listed
in paragraphs (a)(1) through (3) of this
section.

(1) A copy of each notification and re-
port that you submitted to comply
with this subpart, including all docu-
mentation supporting any Initial Noti-
fication or Notification of Compliance
Status that you submitted, according
to the requirements in §63.10(b)(2)(xiv).

(2) The records in §63.6(e)(3)(iii)
through (v) related to startup, shut-
down, and malfunction.

(3) Records of performance tests, de-
sign, and performance evaluations as
required in §63.10(b)(2).

(b) If you use an add-on control de-
vice, you must keep all records re-
quired in 40 CFR part 63, subpart SS, to
show continuous compliance with this
subpart.

() You must keep all data, assump-
tions, and calculations used to deter-
mine organic HAP emissions factors or
average organic HAP contents for oper-
ations listed in Tables 3, 5, and 7 to
this subpart.

(d) You must keep a certified state-
ment that you are in compliance with
the work practice requirements in
Table 4 to this subpart, as applicable.
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(e) For a new or existing continuous
lamination/casting operation, you
must keep the records listed in para-
graphs (e)(1) through (4) of this section,
when complying with the percent re-
duction and/or Ibs/ton requirements
specified in paragraphs (a) through (d)
of §63.5805.

(1) You must keep all data, assump-
tions, and calculations used to deter-
mine percent reduction and/or Ibs/ton
as applicable;

(2) You must keep a brief description
of the rationale for the assignment of
an equation or factor to each formula;

(3) When using facility-specific or-
ganic HAP emissions estimation equa-
tions or factors, you must keep all
data, assumptions, and calculations
used to derive the organic HAP emis-
sions estimation equations and factors
and identification and rationale for the
worst-case formula; and

(4) For all organic HAP emissions es-
timation equations and organic HAP
emissions factors, you must keep docu-
mentation that the appropriate permit-
ting authority has approved them.

§63.5920 In what form and how long
must I keep my records?

(a) You must maintain all applicable
records in such a manner that they can
be readily accessed and are suitable for
inspection according to §63.10(b)(1).

(b) As specified in §63.10(b)(1), you
must keep each record for 5 years fol-
lowing the date of each occurrence,
measurement, maintenance, corrective
action, report, or record.

(c) You must keep each record onsite
for at least 2 years after the date of
each occurrence, measurement, main-
tenance, corrective action, report, or
record, according to §63.10(b)(1). You
can keep the records offsite for the re-
maining 3 years.

(d) You may keep records in hard
copy or computer readable form includ-
ing, but not limited to, paper, micro-
film, computer floppy disk, magnetic
tape, or microfiche.
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§63.5925 What parts of the General
Provisions apply to me?

Table 15 to this subpart shows which
parts of the General Provisions in
§§63.1 through 63.15 apply to you.

§63.5930 Who implements
forces this subpart?

and en-

(a) This subpart can be administered
by us, the EPA, or a delegated author-
ity such as your State, local, or tribal
agency. If the EPA Administrator has
delegated authority to your State,
local, or tribal agency, then that agen-
cy has the authority to administer and
enforce this subpart. You should con-
tact your EPA Regional Office to find
out if this subpart is delegated to your
State, local, or tribal agency.

(b) In delegating implementation and
enforcement authority of this subpart
to a State, local, or tribal agency
under 40 CFR part 63, subpart E, the
authorities contained in paragraph (c)
of this section are not delegated.

(c) The authorities that will not be
delegated to State, local, or tribal
agencies are listed in paragraphs (c)(1)
through (4) of this section:

(1) Approval of alternatives to the or-
ganic HAP emissions standards in
§63.5805 under §63.6(g).

(2) Approval of major changes to test
methods under §63.7(e)(2)(ii) and (f) and
as defined in §63.90.

(3) Approval of major changes to
monitoring under §63.8(f) and as de-
fined in §63.90.

(4) Approval of major changes to rec-
ordkeeping and reporting under
§63.10(f) and as defined in §63.90.

§63.5935 What definitions apply to this
subpart?

Terms used in this subpart are de-
fined in the CAA, in 40 CFR 63.2, and in
this section as follows:

Atomized mechanical application
means application of resin or gel coat
with spray equipment that separates
the liquid into a fine mist. This fine
mist may be created by forcing the lig-
uid under high pressure through an el-
liptical orifice, bombarding a liquid
stream with directed air jets, or a com-
bination of these techniques.

§63.5935

Bulk molding compound (BMC) means
a putty-like molding compound con-
taining resin(s) in a form that is ready
to mold. In addition to resins, BMC
may contain catalysts, fillers, and re-
inforcements. Bulk molding compound
can be used in compression molding
and injection molding operations to
manufacture reinforced plastic com-
posites products.

BMC manufacturing means a process
that involves the preparation of BMC.

Centrifugal casting means a process
for fabricating cylindrical composites,
such as pipes, in which composite ma-
terials are positioned inside a rotating
hollow mandrel and held in place by
centrifugal forces until the part is suf-
ficiently cured to maintain its physical
shape.

Charge means the amount of SMC or
BMC that is placed into a compression
or injection mold necessary to com-
plete one mold cycle.

Cleaning means removal of composite
materials, such as cured and uncured
resin from equipment, finished sur-
faces, floors, hands of employees, or
any other surfaces.

Clear production gel coat means an
unpigmented, quick-setting resin used
to improve the surface appearance and/
or performance of composites. It can be
used to form the surface layer of any
composites other than those used for
molds in tooling operations.

Closed molding means a grouping of
processes for fabricating composites in
a way that HAP-containing materials
are not exposed to the atmosphere ex-
cept during the material loading stage
(e.g., compression molding, injection
molding, and resin transfer molding).
Processes where the mold is covered
with plastic (or equivalent material)
prior to resin application, and the resin
is injected into the covered mold are
also considered closed molding.

Composite means a shaped and cured
part produced by using composite ma-
terials.

Composite materials means the raw
materials used to make composites.
The raw materials include styrene con-
taining resins. They may also include
gel coat, monomer, catalyst, pigment,
filler, and reinforcement.
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